STEELCRAFT

INSTALLATION INSTRUCTIONS

FRONT BAR PART # 52110

2004 DODGE DURANGO 2/4WD 

PARTS LIST

(2)-FRAME BRACKETS, (2-TOP SUPPORT BRACKET (2)- TOP SUPPORT L BRACKETS

(6)-7/16x1-1/4” HEX BOLTS,  (6)-7/16 NYLON LOCK NUTS, (12)-7/16 FLAT WASHERS

(2)-3/8x1 BUTTON BOLTS,  (2)- 3/8 NYLON LOCK NUTS (2)- 3/8 FLAT WASHERS
(2)- 3/8 x 1 HEX BOLTS, (2)- 3/8 SAE WASHERS (2)- 3/8 NYLON LOCK NUTS

INSTALLING THE BRACKETS

1.  START WITH PASSENGER SIDE FRAME BRACKET, REMOVE THE 2 LOWER NUTS HOLDING THE BUMPER FRAME TO THE MAIN FRAME, THEN ATTACH FRAME BRACKETS USING THE EXISTING FLANCE NUTS.

2.  RE-PEAT THE ABOVE FOR THE DRIVER SIDE.

3.  ATTACH TOP SUPPORT L  BRACKET TO THE EXISTING FLANCE NUTS AS SHOWN.

4.  RE-PEAT THE ABOVE FOR THE DRIVER SIDE

5.  ATTACH TOP SUPPORT BRACKET TO THE L BRACKET BETWEEN BUMPER AND GRILL USING THE 3/8 X 1,         3/8 NYLON LOCK NUT AND 3/8 SAE WASHERS. 

6.  RE-PEAT THE ABOVE FOR THE DRIVER SIDE. 

INTALLING THE FRONT BAR

1. LINE UP THE THREE HOLES ON THE LOWER PORTION OF THE BAR WITH THE THREE OF THE HOLES IN THE FRAME BRACKETS (INNER EDGE) ATTACH FRONT BAR USING THE 7/16 x 1-1/4 HEX BOLTS, 7/16 NYLON LOCK NUTS AND 7/16 FLAT WASHERS SNUG TIGHT ONLY.

2. PROCEED TO ATTACH TOP SUPPORT BRACKETS TO THE OUTER EDGE OF  FRONT BAR UP-RIGHTS USING THE 3/8 x 1” BUTTON BOLTS,  3/8 NYLON LOCK NUTS AND 3/8  WASHERS.

3. ALIGN FRONT BAR ASSEMBLY WITH FRONT OF THE VEHICLE AND SECURE ALL FASTENERS.

CUSTOMER SERVICE TOLL FREE (888) 261-4537

