STEELCRAFT

INSTALLATION INSTRUCTIONS

FRONT BAR PART # 54070

2004 NISSAN PATHFINDER ARMADA / TITAN

PARTS LIST

(2)-FRAME BRACKETS,          (2)-TOP SUPPORT BRACKET   (2)-1-1/2 x 1-1/2 SPACERS

(4)-7/16x1-1/4” HEX BOLTS    (4)-7/16 NYLON LOCK NUTS,   (8)-7/16 FLAT WASHERS

(2)-3/8x1 BUTTON BOLTS      (2) - 3/8 NYLON LOCK NUTS    (2) - 3/8 FLAT WASHER
INSTALLING FRAME AND TOP SUPPORT  BRACKETS

1. REMOVE TOW HOOKS FROM THE FRONT SECTION OF VEHICLE. (REMOVE TOW HOOKS TEMPORARY)

2. USING THE BOLTS THAT HELD THE TOW HOOKS IN PLACE ATTACH THE FRAME BRACKETS FACING OUTWARD, 1-1/2 x 1-1/2  SPACERS AND TOW HOOKS (AS SHOWN ON ILLUSTRATION) TIGHTEN MOUNT BOLTS SO THAT FRAME BRACKETS SNUG TIGHT.

3. OPEN HOOD AND REMOVE GRILL ASSEMBLY FROM FRONT OF THE VEHICLE THERE ARE 12 CLIPS, CAREFULLY 

PULL ON GRILL ASSEMBLY.

4. SET GRILL ASSEMBLY ASIDE AND NOTE LOCATION OF THE EXISTING BOLTS, IT IS SET ON TOP OF BUMPER.  ATTACH PASSENGER SIDE TOP SUPPORT BRACKET USING THE EXISTING BOLTS AS SHOWN IN ILLUSTRATION. (NOTE: SPACE OUT TOP SUPPORT BRACKETS 40-7/8” APPART FROM OUTSIDE TO OUTSIDE  AND TIGHTEN BOLTS.)

5. RE- ATTACH GRILL ASSEMBLY TO VEHICLE.

INSTALLING THE FRONT BAR

1. LINE UP THE TWO HOLES ON THE LOWER PORTION OF THE BAR WITH THE TWO OF THE HOLES IN THE FRAME BRACKETS (OUTER EDGE) ATTACH FRONT BAR USING THE 7/16 x 1-1/4 HEX BOLTS, 7/16 NYLON LOCK NUTS AND 7/16 FLAT WASHERS SNUG TIGHT ONLY.

2. PROCEED TO ATTACH TOP SUPPORT BRACKETS TO THE OUTER EDGE OF  FRONT BAR UP-RIGHTS USING THE 3/8 x 1” BUTTON BOLTS,  3/8 NYLON LOCK NUTS AND 3/8 FLAT WASHERS. (USE FLAT WASHER ON THE INNER SIDE OF TOP SUPPORT BRACKET.)

3. ALIGN FRONT BAR ASSEMBLY WITH FRONT OF THE VEHICLE AND SECURE ALL FASTERNS.

CUSTOMER SERVICE TOLL FREE (888) 261-4537

