STEELCRAFT

INSTALLATION INSTRUCTIONS

BULL BAR PART # 75010

2006 HONDA RIDGELINE

	PARTS LIST:
	
	
	

	2- FRAME BRACKETS
	
	  
	

	4- 7/16 x 1-1/4” HEX BOLTS
	4- 7/16 NYLON LOCK NUTS
	8- 7/16 WASHERS
	


1. REMOVE  PUSH TYPE RETAINERS FROM LOWER SPLASH SHIELD. REMOVE PLASTIC SPLASH SHIELD TO ACCESS

    TO  MOUNTING LOCATION.

2. LOCATE AND REMOVE BOLTS THAT HOLD THE FRAME BRACE AND BUMPER  BRACKETS TO VEHICLE.

3. INSTALL FRAME BRACKET BETWEEN LOWER RADIATOR SUPPORT AND FRAME BRACE USING (3) EXISTING 

    BOLTS. AS SHOWN.

4. CUT PLASTIC SPLASH SHEILD TO ALLOW BRACKETS TO PASS THROUGH. SEE CUTTING INSTRUCTION SHEET 

    FOR GUIDELINES ON CUTTING.  REINSTALL PLASTIC SPLASH SHIELD OVER BRACKETS IN THE SAME ORDER  

    REMOVED.

6. POSITION THE BULL BAR ASSEMBLY TO THE LOWER FRAME BRACKETS (OUTER SIDE) USING 7/16 x 1-1/4” HEX 

    BOLTS, 7/16 HEX NUTS AND 7/16 WASHERS.

7.  ALIGN THE BULL BAR ASSEMBLY WITH THE FRONT OF THE VEHICLE AND TIGHTEN ALL FASTENERS.

FOR INSTALLTION ASSISTANCE CALL 888-261-4537

