STEELCRAFT

INSTALLATION INSTRUCTIONS

Tail Light Guard #39030/39037

2007 Mercedes Benz ML Series

PART LIST

	2
	Tail Light Guard ( Driver and Passenger Side)

	2 
	Inner Brackets

	2
	Nut Plates

	2
	Side Brackets

	4
	DBL Side Tape

	2
	Lower Bracket

	6
	#6 x ½ Phil Pan Head Screws

	2
	¼ x ¾ Phil Pan Head Bolts


PROCEDURE:

1. Remove contents from box and check for Damage and verify all Parts are present. Read instructions carefully.

2. Open rear tail gate, remove inner panels drive/ passenger (interior) for tail light axis, unplug unbolt and remove tail light.

3. Determine driver/passenger taillight guard. Insert “A” (1) Lower bracket onto tail light then attach “A” (1) Lower bracket on tail light guard using (1)#6 x ½ Phil Pan Head Screw, insert (1) nut plate onto inner tail light. Attach “B” (1) Inner bracket using (1) ¼ x ¾ Phil Pan Head bolt (1) #6 x ½ Phil Pan head screw. Attach “C” (1) Side bracket onto tail light guard using (1) #6x ½ Phil Pan head screw leave loose. See Fig#1.

4. Adjust and align tail light guard with tail light. Remove inner DBL sided tape and tighten. Remain a bracket. See Fig# 1 ( Passenger Side Shown)

5. Remove outer DBL sided tape on side bracket. Reinstall onto vehicle and tighten.

6. Repeat procedure2, 3, 4 on opposite side.

7. Reinstall inner panel diver/passenger interior.
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