
Next install clamps:  Slide the female side of clamp into 
the cargo rail. See step five on how to arrange in order 
the clamps and tie downs.
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1. 1703888 MALE CLAMP
2. 1703889 FEMALE CLAMP
3. 1701208 CAP SCREW 5/16” X 1 1/4”
4. 1700428 FLAT WASHER 5/16”

Item Part # Description

1 Remove cargo rail end plugs:  At the tailgate push 
in on the plug lock and at the same time push the end 
plug out of the track.

2 Next remove tie downs:  If tie down are installed remove 
them from the cargo rail.

3

1

3

2
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4       Install clamps in cargo rail as shown below:                   
          After clamps and tie downs are installed replace the cargo 
rail end plugs. eave clamps loose for now.  Next repeat 
steps 1 through 4 for the passenger side clamp installation.

5

Tailgate end

Position clamp here

Front of box

Position tie down here Position clamp here
Position clamp here Position tie down here

Position clamp here

Four clamps per side needed.



    CAUTION
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Continue with step 8 in the main Deuce manual.

2007 TOYOTA TUNDRA W/tracks Deuce InstALLATION INSTRUCTIONS
Install Deuce Rail:  With the tailgate closed, position 
the TruXedo rail along the inside edge of the truck box. 
Compress the rear seal against the tailgate as shown. 
Tighten clamps against the rail. See step seven for proper 
clamp height. leave clamps loose for now

7

Tighten clamp assemblies securely on 
side rails before driving vehicle.

!

The TruXedo rail will 
be positioned at this 
height.

Clamp height is correct 
at this setting.

Next install the front striker bracket: From one end of 
the front cargo rail remove the plastic insert plug.  Next 
slide the striker bracket assembly into the cargo rail. See 
step nine for additional information.

9 The assembled striker bracket should look similar to this 
detail. Slide the assembled bracket toward the middle of 
the pickups cargo rail. Leave screws loose for now.

Next install the underbody rails:  The underbody 
rails are marked driver and passenger side . Clamp the 
underbody rails to the trucks side rail. The underbody rails 
will be placed in front of the TruXedo rail and right above 
the trucks cargo rail. Refer to step four in the Deuce 
manual for further positioning information.

11 Next install the cover assembly:  With the front rails 
flipped back, install the cover assembly to the front rails 
as shown.

1.	 1703889	 FEMALE CLAMP
2.	 1117325	 STRIKER ASSEMBLY
3.	 1702629	 CAP SCREW 5/16” X 7/8”
4.	 1700428	 FLAT WASHER 5/16”

Item	 Part #	 Description
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