






Cargo anchor installation
Step 10: To install the cargo anchor, first take one of the cargo anchors and push it into the cargo rail at one of the attachment positions
	     with three holes near each other. Then slide the cargo anchor to the left or right to lock it in place.

Step 11: To adjust the position of the cargo anchor, pull on the cargo anchor T-Release and slide anchor down along the rail to the                          	
	 desired hole position.		   

cargo anchor loop cargo anchor T-Release

securing the cover when rolled to the front
STEP 8:	 To release cover, trigger pull rear 

release toggle. Start rolling cover toward 
cab making sure both sides of cover roll 
evenly. For best results, leave unrolled 
portion of cover attached to the hook 
fastener strip while opening.

Cover shown rolled 
open and secured with 
safety straps.

safety
straps

STEP 9:	 Secure cover open by hooking 
safety straps to front loops.

!



 			     
Do not tie to the T-Release handle. Only 
tie to the anchor loops.                                                         	
Do not attach heavy or unstable objects 
to TonneauTraX rails. Use the trucks 
factory bed anchors for heavy items 
that exceed the recommended load 	
rating of the cargo anchors. Failure 
to do so could cause damage to your 
truck box or personal injury.

caution!

STEP 12:	 Set tension during warmest part of day. With cover closed, release the sewn loop fastener on the cover from the hook strip in 
the side rail from both sides near the cab. Check compression of both spring plungers against the front header per diagram. Roll cover 
open and make adjustments. Close cover and re-check adjustment. Repeat until satisfactory tension has been achieved.

adjust HERE 
with

flat screwdriver

side rail

front header

spring plunger

ever-tite™
automatic
tension 
control

• Spring plunger compensates for material expansion & 
	 contraction caused by temperature changes.

• check cover tension after installation, seasonally, and after 
	 extreme temperature changes.

• For best performance, adjust tension regularly to protect 
	 your cover against wind wear.

COVER tension adjustment

spring plunger front header

   Note: Adjust tension in small increments. Slight
		  adjustments will gain significant results.

COVER TOO LOOSE

ROTATE CLOCKWISE

CORRECT TENSION

DURING WARMEST 
PART OF DAY

no less than 1/16”

Cargo Anchor installation continued

Each individual anchor is rated at a working load limit of 250 pounds. The total 
loading for all anchor locations combined shall not exceed 1000 pounds.  Failure 

to follow these instructions could cause damage to the pickup bed.

hook fastener strip

Working Load Limit

Cargo Anchors

trouble shooting
Header will not latch:  
Check side rails to make sure they are level. See Step 3.
Make sure the header seal is not caught between side rail & header.
Check position of side rails on pickup box, they may be positioned too low. See Step 2.
Make sure cover has proper tension. See Step 12.
                     
Fabric cover is too tight or too loose:  See Step 12 to adjust tension. 

spring plunger pushing over or under front header: 
Check position of header guides. See Step 5.
* VELCRO® is a registered trademark of the Velcro® companies.

   Questions?
Call our friendly customer service

staff at TruXedo Toll Free:

1-877-878-9336
Mon - Fri   8 am - 5 pm  CST



12	 1703344 	 Blind Rivet, 1/8” x 3/16” 
13	 1701595	 End Plug, 1” OD
14	 ___*___	 Black Bow
15	 1702992	 Spring Plunger, 5/8” x 2.15”
16	 1703260	 Tension Control Bracket
17	1115354	 Header Insert Safety Clip
18	 ___*___	 Hook Fastener Strip
19	 1703332	 Hitch Pin, 1/16” x 1 5/16”
20	 1704134	 Cargo Clamp Assembly
21	 ___*___	 Side Rail, Passenger’s Side
22	 ___*___	 Side Rail, Driver’s Side

23	 1114773	 Flat Spring, 5/8” x 3 7/8”
24	 1117467	 Rear Header 08 End Plugs (Set of Two) 
25	 1702926	 Cap Screw, 5/16” x 7/8”
26	 1704187	 Header Stop
27	 1117470	 Cargo Rail End Plugs w/Seal (Set of Two)
28	 1704383	 Filister Head Screw
29	 1704133	 Cargo Anchor (Set of  Four)
30	 1704213	 Latch Assembled                              
31	 ___*___	 Black Rear Header
32  1117456	 Cargo Anchor Replacement (2)

* Please specify length or make and model of vehicle.

1	 ___*___	 TonneauTraX Replacement Cover
2	 ___*___	 Black Front Header
3	 ___*___	 Header Seal, Notched
4	 1117540	 Front Header End Plugs (Set of Two)
5	 1703831 	 Header Guide, Passenger’s Side
6	 1703830 	 Header Guide, Driver’s Side
7	 ___*___ 	 Safety Strap
8	 1703832 	 Header Insert Safety Clip/Guide Stop
9	 1703895	 Socket Set Screw, Hex Hd, 1/4” x 1/2”	
10	 1703846	 Compression Spring, 3 1/2” lg		
11	 1115353 	 Header Safety Strap

tonneauTRAX REPLACEMENT PARTS
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